
40�mm�/�1.57
80°

9.5�kg�/�21�lbs� U �
12�kg�/�26�lbs� U �
30�kg�/�66�lbs� +
360 U �

28�mm�

250mm �
150cm �
90cm

100�-�240�v~,�50�-�60�Hz
675W

CRI� �>�97�
TLCI� �>�95�
TM-30� �>�94�

SSI 84�@�3200K,�74�@�5600K
powerCON�TRUE1�TOP

3-Pin�XLR�Connector�(Pin�1:�Negative,�Pin�2:�Positive)
46�-�50�vdc

1,800�K�-�20,000�K� /
RGBACL �
HSI �

CIExy (Rec.709/Rec.2020/ )�
46 �
300+ Rosco/LEE �

19 �

DMX�
LumenRadio�CRMX� �

Ethernet�/�Art-Net�
�Mesh�
Wi

0~100%�
4.3 �

5-Pin�DMX�in/out,�27�DMX�modes�
LAN ArtNet�
ChromaLink�App�

Luminair,�Blackout App

U
-20 �to�+40

L70 50,000�

·� lx

CCT 3m/9.8ft 5m/16.4ft 7m/22.9ft

80° 5600K 2,220 830 538
3200K 1,900 706 458

55°� 55° 5600K 7,380 2,520 1,370
3200K 6,250 2,150 1,170

30°� 30° 5600K 14,000 4,400 2,280
3200K 11,800 3,770 1,950

50° 5600K 5,260 1,980 1,140
3200K 4,440 1,700 973

15°
5600K 28,100 9,810 4,900
3200K 23,900 8,310 4,190

30° 5600K 18,108 6,690 3,390
3200K 15,300 5,650 2,890


